e Riot Works Tuning Machine
~ Installation and Tuning Instructions

Installation

- Rubber Washer

*Note — a string has been installed on one of the tuners as an example of
how to use the locking collar for non-wound strings. Please check it out
before installation.

1) Remove the cap by screwing IN the set screw with the included wrench
- Kouried knob until the cap can be slid off. 2-3 turns should be all it needs.

2) Unscrew the knurled knob from the string cone by turning clockwise
(because it has a left-hand thread) and remove the nut, stainless washer,
and the rubber washer.

3) Insert the string cone into the 3/8” (10mm) tuner hole on your guitar
from the face (front side).

4) Install the rubber washer, the stainless washer, and nut onto the back
side of the string cone. (The back side of the headstock) Tighten the nut, using only enough force to slightly compress
the rubber washers. A wrench may be used, but a strong finger-tight is sufficient.

5) Before installing the knurled knob, put a SMALL amount of graphite lubricant or lithium grease on the threads to
ensure smooth operation.

6) Screw in the knurled knob, and turn it fully in (counter-clockwise) and out (clockwise) at least twice to smooth out
the motion.

Stainless Steel Washer

Stainless Hex Nut

String locking collar

To Install Strings

1) Screw the knurled knob all the way IN so it is fully compressed. (counter-clockwise)

2) Loosen the small set screw in the brass collar 2-3 turns. It is never necessary to remove the set screw — only unscrew
it enough to let the string pass through.

3) Anchor the ball end of the string at the bridge or saddle.

4) Insert the string through the top of the tuner and through the brass bearing.

5) For the larger wound strings you may need to loosen the set screw a few more turns.

6) For wound strings, pull the strings tight and lock them in place by tightening the set screw just a bit past finger tight.
Be careful not to over tighten the set screw! Use only enough pressure to hold the string in place.

7) For the smaller strings, pull them tight, bend them flat over the brass collar, and insert them in one side of the collar
and out the other. Lock them in place by tightening the set screw. Tighten only until there is slight pressure on the
strings. Be careful not to over tighten the set screw! Over tightening can break the string and could strip the threads in
the collar.

8) Don't snip the strings flush until you are assured that the strings can be brought into tune.

9) If the larger strings are slipping, start again at step #1 and tighten a little bit tighter at step #6.

10) Install the caps by putting the cap on, and lining up the smallest hole with the set screw. Insert the wrench thru the
hole and into the set screw. Un-screw the set screw until it applies enough friction to the cap to hold it in place. It
won’t need much; just a little will do.

String Breakage — Under normal circumstances, Riot Works tuning machines do not cause strings to break. However,
if you suspect there is manufacturing issue causing string breakage, please contact us so we can help. Email:
hello@riot-works.com

Some things to double check before emailing:
1) Are you looping the un-wound strings through the locking collar?
2) Is the string sliding easily over the nut? Riot-Tuners increase the string angle over the nut, and you may need to
apply lube, or make adjustments to the nut.
3) Too much string friction on the nut? Try moving the black washer to the top of the headstock.
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